


3M™ PERSONAL PROJECTOR MP8647

Soft Carry Case for 3M MP8647
Made from durable DuPontTM Ballistic Nylon, this
carry case fits easily under airplane seats 
or in overhead compartments.
Dimensions: 12" (H) x 6.5" (W) x 14" (L)
Order number: 78-6969-9203-7 (EP7640CC)

Hard Shipping Case (ATA) for 3M MP8647 
This rugged shipping case is custom-designed to
safeguard your 3M MP8647/8747 projector from
the hazards of travel. It features a hard shell, lock-
ing extension handle, wheels, and a combination
lock. Internal storage area holds cords, cables,
remote, and more. 
Dimensions: 8" (H) x 12.25" (W) x 21" (L)
Weight: 26 lbs. 
Order number: 78-6969-9259-9 (EP8746SC)

3M Enhanced Value Warranties for 3M MP8647 
Receive a one-year Prorated Warranty on your 
original lamp and guaranteed repair and return of
your projector with the Prime Value Warranty.
Purchase the Max or Ultra Value  Warranties and
receive:
Max Value:
• Parts and Labor 2 years (Total)
• Free loaner* delivery next business day
• Paid shipping
• 1 Free lamp during term of warranty
• Repair turn-around time–3 business days
• Max Value: 78-6969-9451-2

Ultra Value:
• Parts & Labor 3 years (Total)
• Free loaner* delivery next business day
• Paid shipping
• 1 Free lamp during term of warranty
• Repair turn-around time–3 business days
• Ultra Value: 78-6969-9450-4
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Ceiling Mount for 3M MP8647
Order Number: 78-6969-9261-5 (EP8746CM)

Replacement Lamp Kit for 3M MP8647 
User replaceable lamp assembly for 3M MP8647. 
Order number: 78-6969-9260-7 (EP8746LK)

Note: These sizes are +10 percent. This is due to variations in the manufacture of the lens.
If you are close to one of the endpoints you should verify with your unit that the image is
the proper size at the proper distance.

Projection Distance Charts - MP8647
Distance to Screen      

Minimum      Maximum Diagonal Width Height
Screen Size

40.0 in.
101.6 cm
60.0 in.

152.4 cm
80.0 in.

203.2 cm
100.0 in.
254.0 cm
120.0 in.
304.8 cm
150.0 in.
381.0 cm
200.0 in.
508.0 cm

32.0 in.
81.3 cm
48.0 in.

121.9 cm
64.0 in.

162.6 cm
80.0 in.

203.2 cm
96.0 in.

243.8 cm
120.0 in.
304.8 cm
160.0 in.
406.4 cm

24.0 in.
61.0 cm
36.0 in.
91.4 cm
48.0 in.

121.9 cm
60.0 in.

152.4 cm
72.0 in.

182.9 cm
90.0 in.

228.6 cm
120.0 in.
304.8 cm

5.0 ft.     
1.5 m
8.0 ft.
2.4 m
11.0 ft.
3.4 m
14.0 ft.
4.3 m
16.0 ft.
4.9 m
21.0 ft.
6.4 m
27.0 ft.
8.2 m

7.0 ft.     
2.1 m
10.0 ft.
3.0 m
13.0 ft.
4.0 m
16.0 ft.
4.9 m
20.0 ft.
6.1 m
25.0 ft.
7.6 m
33.0 ft.
10.1 m

“Wherever there’s 
a great meeting

you’ll find 3M.”™


