
When duty calls for top-notch presentations, the Toshiba TDP-S1 Projector with Digital Light
Processing (DLP) display technology is ready to go. Lightweight and compact enough to travel
effortlessly, this full-featured personal projector helps ensure a flawless performance. So take
control of your presentation environment with the Toshiba TDP-S1 digital projector.

Lightweight and Compact
• 7.4 lbs.
• 3.9" x 9.0" x 12.5" (h x w x d)

Brilliant DLP Display
• 1,000 ANSI lumens
• Digital Light Processing™ (DLP)  

display technology
• Leave the lights on!

Outstanding Picture Clarity
• True SVGA, 800 x 600 resolution
• 16.7 million colors

Excellent Video Playback
• Film-like image quality
• Brilliant colors

Full-Featured Data/Video Solution
• Precision optics
• Powerful lamp
• Built-in zoom lens
• Built-in speaker

TDP-S1 Projector



TDP-S1 Projector 
Dedicated to meeting the needs of the traveling

professional, Toshiba continues to offer mobile productivity

solutions that optimally balance price, performance,

features, power and portability. The creation of the 

TDP-S1 personal projector is another example of that

commitment.

Engineered with Digital Light Processing (DLP) display

technology, 1,000 ANSI lumens and a crisp 400:1

contrast ratio, the TDP-S1 easily handles today’s high-

performance presentation tools and offers high-bright

images that can be seen clearly in any light. Simple

setup and auto-detecting plug-and-project capabilities

help presenters stay focused on the audience, not the

equipment, while the manual zoom-and-focus feature

allows easy adjustment of projected images. Incredibly,

this full-featured projector is so lightweight and compact,

it travels effortlessly in the soft carrying case provided.

Superior in technology and mobility, with the perfect

balance of price and performance, the TDP-S1

projector gives today’s mobile professionals the power

to deliver dynamic presentations anywhere, anytime

and any way they want, illuminating a new era in

portable productivity tools.
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Display
• Digital Light Processing (DLP) 

technology by Texas 
Instruments

Resolution
• True SVGA, 800 x 600

Data Compatibility
• SVGA, VGA and Macintosh®

Video Compatibility
• Full NTSC, NTSC 4.43, 

PAL and SECAM

Aspect Ratio
• 4:3

Contrast Ratio
• 400:1

Brightness
• 1,000 ANSI lumens (typical)

Projection Lens
• 1.3:1 manual zoom lens
• Manual focus

Projection Angle
• 16°

Light Source
• 270-watt metal halide lamp

Lamp Life
• 1,000 hours (average)

Input
• Video (RCA pin/S-video)
• RGB
• Audio (RCA L/R and stereo 

mini-jack)

Output
• RGB (D-sub15-pin)

Image Configuration
• Plug-and-project auto

synchronization
• Auto tracking
• Auto positioning
• Auto source detect
• Auto black/white level detect

Audio
• 1-watt mono audio system 

with built-in speaker

Control
• On-board, easy-to-use backlit

control panel

Dimensions (h x w x d)
• 3.9" x 9.0" x 12.5"

(9.74cm x 22.5cm x 31.75cm)

Weight
• 7.4 lbs. (3.40 kg)

Power Supply
• 80–240V at 50–60Hz

Power Consumption
• 400 watts

Standard Warranty
• 2 years parts and labor1

Part Number
• TDP-S1-US

Standard
Accessories
• Soft carrying case
• Apple® Macintosh adapter
• USB mouse cable
• Audio cable
• PS/2™ mouse cable
• Audio/video cable
• S-video cable

TDP-S1 Projection Distance (Image Sizes)

Max. Diagonal
Image Size

3.6' (1.2 m)
6.5' (2.0 m)
9.7' (3.0 m)

12.9' (4.0 m)
16.0' (4.9 m)
24.5' (7.4 m)

Min. Diagonal 
Image Size

3.0' (0.9 m)
5.0' (1.5 m)
7.4' (2.3 m)
9.9' (3.0 m)

12.4' (3.8 m)
18.6' (5.7 m)

Distance 
to Screen

5.0' (1.5 m)
8.0' (2.4 m)

12.0' (3.7 m)
16.0' (4.9 m)
20.0' (6.1 m)
30.0' (9.1 m)


